
LS225+F500 고정밀/소경 도막두께측정기(분리
형,철용)

 
- 초소형 프로브를 사용하여 작은 제품의 측정에 적합

- 매우 얇은 코팅이 측정 가능

- 높은 정확성의 측정값을 보여줌

- 영점 조정 및 다점 교정(최대 5점)을 지원하여 정확한 측정 데이터

를 보여줌

- 튼튼한 프로브는 기기 사용을 장시간 할 수 있도록 함
- 영어 중국어 두 가지 언어를 지원하며 두 단위를 전환 가능(μm 및
mil)
- 1~9분 자동 꺼짐 시간 설정 가능

 

 

 

 

제품사양(LS225)

세부사항 내 용

디스플레이(Display) 240×160 dot matrix LCD

전원공급장치(Power supply) 4pcs of 1.5V AAA alkaline battery

작동온도(Operation temperature range) 0℃-50℃

보관온도(Storage temperatuer range) 20℃-60℃

제품 크기(Size) 148*76*26 mm (L*W*H)

무게(Weight (배터리 포함 include battery) 194g

제품사양(F500 Probe)
　 　

세부사항 내 용

측정 원리(Measuring principle) Magnetic Induction

측정범위(measuring range) 0.0-500μm

분해능(Resoultion) 0.1μm:(0μm - 99.9μm), 1μm:(100μm - 500μm)

반복성(Repeatability) ≤ ± (0.8% of reading + 0.1μm) Test with fixture

측정 정확도(Measuring accurancy) ≤±(2%reading+0.3μm) after calibration of 1-5 points

단위(Unit) μm / mil

측정 간격(Measuring interva) 1.5s

최소 측정 직경(Minimum measuring area) Ø = 7mm

최소 볼록/오목 곡선(Minimum curvature) Convex:1.5mm / Concave:10mm

최소 모재 두께(Minimum substrate thickness) 0.1mm

교정(Calibration) Support zero reference adjustment and 1 to 5-points calibration 

프로브 사이즈(Probe size) 110*15 mm (Without connecting cable)

프로브 무게(Probe weight) 81g
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